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GENERAL NOTES

CENTERPOINT OF BUILDING  TO BE LOCATED RELATIVE TO 
ALIGN BUILDING "E" PARALLEL TO SOUTH PROPERTY LINE.

REFERENCE NOTES

SOUTHEAST CORNER MARKER.  RE:  SITE MASTER PLAN.

COORDINATE FINAL LOCATION OF SIDEWALK WITH ADJACENT
AMPHITHEATER CONSTRUCTION BY OTHERS.

ALIGN NEW PARKING AREA WITH ADJACENT PARKING CONSTRUCTION
BY OTHERS.

ALIGN DRIVEWAY  TO BE PERPENDICULAR TO ADJACENT ROAD
BY OTHERS.

ALIGN SIDEWALK TO BE PERPENDICULAR TO ADJACENT ROAD
BY OTHERS.

RADIUS DIMENSIONS TAKEN TO FACE OF BUILDING.

ANGLE SHOWN IS RELATIVE TO BUILDING "E".

CENTERLINE OF ROAD PARKING CONSTRUCTION BY OTHERS.
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80'-0"

REFERENCE NOTES

OVERHEAD DOOR - SEE TYPICAL ELEVATION.

4" COLORED CONCRETE SLAB ON GRADE WITH INTEGRAL RADIANT
HEAT PIPING.  PIPING CONNECTIONS AND LOCATIONS SHALL BE
COORDINATED WITH HVAC CONTRACTOR PRIOR TO INSTALLATION OF

TYPICAL HOLLOW METAL DOOR WITH GLASS PANEL - SEE ELEVATION.

WOOD SLAT WALL OVER GYPSUM BOARD AS INDICATED ON TYP.
AT 16" O.C. WITH UNFINISHED 5/8" TYPE 'X' GYPSUM BOARD.  PROVIDE
TYPICAL INTERSTITIAL WALL TO BE CONSTRUCTED OF WOOD FRAMING

GENERAL NOTES

16
'-0

"

2002-07

N
A

V
A

H
O

 N
A

TI
O

N
 D

E
P

A
R

TM
E

N
T 

O
F 

E
C

O
N

O
M

IC
 D

E
V

E
LO

P
M

E
N

T

A-101

16'-0" TYP.

12'-43
4"

32
'-0

"

16
'-0

"

03

2.   THE BUILDING PLAN SHOWN HERE IS TYPICAL FOR ALL RETAIL
BUILDINGS.  SEE SITE PLAN FOR PLACEMENT.

MEET ALL LOCAL AND NATIONAL CODES AND REQUIREMENTS
INCLUDING COMPLIANCE WITH THE AMERICAN WITH DISABILITIES ACT.

1.   BUILDING SHELL BY MANF. SHALL INCLUDE ALL PERIMETER WALL
CONSTRUCTION, ROOF CONSTRUCTION, BUILDING SHEAR PANELS,
METAL ROOF SYSTEM, WATERPROOF BARRIER MEMBRANES AS

CONTRACTOR IS RESPONSIBLE FOR SHOP DRAWING SUBMITTALS TO
DESCRIBED ON WALL AND BUILDING SECTIONS.

TYP.

TYP.

TYP.

TYP.

1'-9" 12'-6" 3'-6"

1'-9"

CONCRETE SLAB.

INTERIOR ELEVATION.

CMU WAINSCOT WITH SLOPED METAL CAP.  SEE TYPICAL SECTION.

MANUFACTURER'S STANDARD COLORS.
METAL PANEL ROOF SYSTEM--COLOR BY ARCHITECT FROM

EVAPORATIVE COOLER & CURB - RE: MECHANICAL.  INSTALL AS SHOWN.

SHADING OVERHANG--SEE WALL SECTIONS.

2X6 WOOD FRAMING.  RE: STRUCTURAL

BUILDING
NORTH

01

01

TYP.

TYP.

01

01

01

SL
O

PE

SL
O

PE

EQ. EQ.

11
'-2

"
11

'-2
"

8' LONG PLUG MOLD WITH DUPLEX OUTLET @ 2' 0" O.C. AS INDICATED.
SEE INTERIOR ELEVATION .  MOUNT AS INDICATED.

2.   MOUNT LIGHT SWITCHES 4'-0" A.F.F.

4.   EXTERIOR OUTLETS MOUNTED AT 18" TO CENTER LINE OF OUTLET
ABOVE CONCRETE PAVING.

CJ CJ CJ CJ CJ

CJ CJ CJ CJ CJ

GFIGFI

GFI

GFI

CRICKET TO MATCH METAL ROOFING.

OF PAVING.
EDGE OF CONCRETE FLOOR SLAB.  SEE SITE PLAN FOR CONTINUATION

FROST-PROOF HOSE BIBB.  RE: PLUMBING.

TYP.

TYP.

TYP.

SHEAR WALL CONSTRUCTION AT ALL PERIMETER WALLS AND
AT INTERIOR PARTITIONS WHERE INDICATED, EXTENDING 8'-0"

TYP.

TYP.

MIN. FROM PERIMETER WALL  - RE: STRUCTURAL.

DRAG - RE: STRUCTURAL.

ELECTRICAL PANELS RE: ELECTRICAL DRAWINGS- TYPICAL AT EACH
RETAIL BUILDING.

TYP.

05

SLATBOARD - SEE INTERIOR ELEVATION

TYP.

TYP.

12
'-0

"

9'
-0

"

12'-0"

12'-0"

9'
-0

"

12
'-0

"
TY

P
.

TYP.

TY
P

.

TY
P

.

TYP.

TY
P

.

FOLDING COUNTER SYSTEM - SEE DETAIL SYSTEM 12-8501

SCALE: 1/4" = 1'-0"
01

A101

A101
02

SCALE: 1/4" = 1'-0"
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EXPOSED GYPSUM BD. ABOVE 5'-4" TO BE TAPED, SANDED AND PAINTED.
AT 16" O.C. WITH UNFINISHED 5/8". TYPE 'X' GYPSUM BD. TO 5'-4" A.F.F.
TYPICAL INTERSTITIAL WALL TO BE CONSTRUCTED OF LIGHTWEIGHT METAL FRAMING

TYPICAL HOLLOW METAL DOOR WITH GLASS PANEL - SEE ELEVATION.

ALUMINUM STOREFRONT SYSTEM - SEE TYPICAL ELEVATION & ALTERNATE NOTES.

CONTRACTOR PRIOR TO INSTALLATION OF CONCRETE SLAB.
PIPING CONNECTIONS AND LOCATIONS SHALL BE COORDINATED WITH HVAC 
4" COLORED CONCRETE SLAB ON GRADE WITH INTEGRAL RADIANT HEAT PIPING.

REFERENCE NOTES

TYP.

TYP.

GYPSUM BOARD BELOW 5'-4" TO BE COVERED WITH PRE-FINISHED CORRUGATED METAL
PANEL SYSTEM COMPLETE WITH TRIM AT ALL EDGES AND BETWEEN PANELS.

TYP.

02

LAMINATE COUNTERTOP - COLOR BY ARCHITECT.

CMU WALL TO MATCH HEIGHT & COLOR OF CMU ON  BUILDING. 
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A-102

CODES AND REQUIREMENTS INCLUDING COMPLIANCE WITH THE AMERICAN WITH

1.   BUILDING SHELL BY MANF. SHALL INCLUDE ALL PERIMETER WALL CONSTRUCTION, ROOF
CONSTRUCTION, BUILDING SHEAR PANELS, METAL ROOF SYSTEM, WATERPROOF BARRIER

RESPONSIBLE FOR SHOP DRAWING SUBMITTALS TO MEET ALL LOCAL AND NATIONAL
MEMBRANES AS DESCRIBED ON WALL AND BUILDING SECTIONS.  CONTRACTOR IS

GENERAL NOTES

FULL HEIGHT CMU WALL TO MATCH COLOR OF CMU ON  BUILDING - RE: STRUCTURAL

3 COMPARTMENT SINK IN LAMINATE COUNTERTOP WITH BACKSPLASH &
WITH CABINETS BELOW.   RE: CASEWORK DRAWING.

48" TALL CMU WALL TO MATCH COLOR OF CMU ON  BUILDING. 

DISABILITIES ACT.  SHOP DRAWINGS TO INCLUDE STRUCTURAL CALCULATION S FOR 

2X6 WOOD FRAMING.  RE: STRUCTURAL

EVAPORATIVE COOLER & CURB - RE: MECHANICAL.

STANDARD COLORS.
METAL PANEL ROOF SYSTEM--COLOR BY ARCHITECT FROM MANUFACTURER'S

SHADING OVERHANG BELOW.

CMU WAINSCOT.

OUTDOOR COOKING AREA - RE: SITE PLAN.  (CONC. PAVING)

VENT STACK - RE: PLUMBING.

03

NORTH
BUILDING

03

TYP.

TYP.

04

04

03
SIM.

07 09
08

SL
O

PE

SL
O

PE

S

GFI

GFI

S

+ 4' 0"

GFI

GFI

+ 4' 0"

+ 4' 0"

+ 4' 0"

S

FINE BROOM FINISH CONC. SLAB WITH CONTROL JOINTS AS SHOWN

DASHED LINE INDICATES ROLL DOWN COUNTER DOOR - PROVIDE 
DOOR PRIMED - PAINT (2) FINISH COATS ON SITE

DEDICATED ELECTRICAL OUTLETS AT 4' 0" A. F. F.

+18"

S

+ 4' 0"

S

+ 4' 0"

+18"

GFI

+18"

GFI

+18" +18"

+18"

EACH BUILDING STRUCTURE.
2.   LIGHT SWITCHES AT FOOD SALES ROOMS SHALL BE 3-WAY SWITCHED AT EACH OF THE 

TWO DOORS.

CJ CJ

CJ CJ

CJCJ

CJ

CJ

CJCJ

CJ

CJCJ

CJ

CJ

CJ

CJCJ

CJ

OF PAVING.
EDGE OF CONCRETE FLOOR SLAB - SEE SITE PLAN FOR CONTINUATION

CRICKET TO MATCH METAL ROOFING.

QUAD ELECTRICAL OUTLET IN FLOOR SLAB.

HOT WATER HEATER - RE: MECHANICAL - WITH ADJUSTABLE SHELVING
ABOVE ON STANDARDS WITH BRACKETS.

FROST-PROOF HOSE BIBB - RE: PLUMBING.

TYP.

TYP.
TYP.

INDICATED - RE: STRUCTURAL.
SHEAR WALL CONSTRUCTION AT INTERIOR PARTITIONS WHERE

FOR REINFORCING REQUIREMENTS. 

DRAG - RE: STRUCTURAL.

ELECTRICAL PANEL RE: ELECTRICAL DRAWINGS.

3.  OUTSIDE CMU CORNERS AS OPENINGS AT OUTDOOR EATING AREA SHALL HAVE BULLNOSE
OR CHAMFERED CORNERS.
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CONCRETE SLAB ON GRADE WITH INTEGRAL RADIANT HEAT PIPING.  PIPING
CONNECTIONS AND LOCATIONS SHALL BE COORDINATED WITH HVAC 

NOT USED.

TYPICAL INTERSTITIAL WALL TO BE CONSTRUCTED OF LIGHTWEIGHT METAL
FRAMING AT 16" O.C. WITH 5/8" TYPE 'X' GYPSUM BOARD FINISHED AS PER

SET CMU WALL FLUSH WITH ADJACENT CMU WAINSCOT.

REFERENCE NOTES

CONTRACTOR PRIOR TO INSTALLATION OF CONCRETE SLAB - FINISH NOTES

11'-113
4"

8'-0"
12'-01

4" 8'-113
4" 9'-0" 12'-0"

12'-31
2"

8'-21
4" 12'-31

2" 9'-61
2" 9'-61

2" 12'-31
2" 8'-21

4"
12'-33

4"

02

03

8'-0"
12'-0"
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A-103

CONTRACTOR IS RESPONSIBLE FOR SHOP DRAWING SUBMITTALS TO

INCLUDING COMPLIANCE WITH THE AMERICAN WITH DISABILITIES ACT.

GENERAL NOTES

DESCRIBED ON WALL AND BUILDING SECTIONS.
METAL ROOF SYSTEM, WATERPROOF BARRIER MEMBRANES AS
CONSTRUCTION, ROOF CONSTRUCTION, BUILDING SHEAR PANELS,

1.   BUILDING SHELL BY MANF. SHALL INCLUDE ALL PERIMETER WALL

MEET ALL LOCAL AND NATIONAL CODES AND REQUIREMENTS

104'-81
2"

107'-51
2"

11'-0" 11'-0"

11'-0" 11'-01
4"

78
5'

-3
" R

A
D

IU
S

R
E

: S
IT

E
 P

LA
N

NORTH
BUILDING

AS PER SCHEDULE.

SCHEDULE.

NOT USED.

ADA COMPLIANT URINAL - RE: PLUMBING.

FLUSH VALVE WATER CLOSET - RE: PLUMBING.

ACCESSIBLE FLUSH VALVE WATER CLOSET - RE: PLUMBING.

FLOOR-MOUNTED MOP SINK - RE: PLUMBING.

LAVATORY - RE: PLUMBING.

COUNTER WITH PLASTIC LAMINATE SURFACE & BACKSPLASH.

RECESSED FEMINE HYGIENE PRODUCT DISPENSER.

SEMI-RECESSED PAPER TOWEL DISPENSER/TRASH RECEPTACLE.

1 1/2" O.D. STAINLESS STEEL GRAB BAR.

PLUMBING VENT - RE: MECHANICAL.

EVAPORATIVE COOLER & CURB - RE: MECHANICAL.

METAL PANEL ROOF SYSTEM - COLOR BY ARCHITECT FROM

BULLNOSE @ OUTSIDE CORNER.  AT CONTRACTOR'S OPTION,

2X6 WOOD FRAMING.  RE: STRUCTURAL

REFER TO MECHANICAL DRAWINGS FOR EQUIPMENT IN THIS AREA.

FLOOR DRAIN - RE: PLUMBING.

MANUFACTURER'S STANDARD COLORS.

2.   SEE INTERIOR ELEVATIONS FOR ADDITIONAL NOTES INCLUDING TOILET
ACCESSORY MOUNTING HEIGHTS.

TYP.

06

5'
-7

"
6'

-5
"

1'
-8

"

TYP.

BUILDING
CL

01

02

01

E
Q

.
E

Q
.

1'
-6

"
TY

P
.

1'
-6

"
TY

P
.

5'-0"
5'

-8
"

6'
-4

"
3'

-0
"

4'-0" 1'-8"

02

02

TYP.

TYP.

8'
-9

"
1'

-1
0"

NOT USED.

NOT USED.

3.   PROVIDE POWER TO MECHANICAL RM. F06 TO CONTROL PUMP EQUIPMENT

4.   MOUNT ALL SWITCHES @ 4' 0" A. F. F. TO CENTERLINE OF \SWITCH. 
MOUNT ALL OUTLETS A\@ 18" A. F. F. (UNLESS OTHERWISE NOTED) TO 

CENTERLINE OF OUTLET.

S

S S

GFI

S

S

+4' 0"

S
S

GFI

+4' 0"

GFIS

S

S

S

GFI

+4-1/2"

+4-0"
S

S

GFI

S

S

GFI

S

GFI

PAIRED DRINKING FOUNTAINS IN "HIGH-LOW" MOUNTING - RE: PLUMBING.

PREFABRICATED TELEPHONE ENCLOSURE WITH PAY TELEPHONE
(TELEPHONE BY OTHERS).

ATTIC ACCESS LADDER.

REFER TO ELECTRICAL DRAWINGS FOR EQUIPMENT IN THIS AREA.

SL
O

PE

SL
O

PE

SL
O

PE

CHAMFERED CORNER MAY BE USED IN LIEU OF BULLNOSE.

IN LIEU OF CURVED SECTIONS.  SEAMS PARALLEL TO GRID LINE E-F, AT
4.   ROOFING NOTE:  METAL ROOF SEAMS AT THIS BUILDING MAY BE STRAIGHT,

BUILDING CENTER LINE.

PROVIDE (1) HOUR 
FIRE RATED PARTITION
WALL SEPARATING
STORAGE F11 & F12.
EXTEND WALL TO BOTTOM
OFSTRUCTURE.  GYP.
BOARD TO BE 5/8" MIN.,
TYPE 'X' WITH 3 5/8 STUD.
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REFERENCE NOTES

SHADING OVERHANG - SEE SECTIONS.
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A-111
TO THE STRUCTURE & 
BRACED INDEPENDENTLY
OF CEILING @ TOP &
BOTTOM NEED NOT BE
SEISMICALLY BRACED

VERTICAL COMPRESSION
STRUT AS PER CODE

10 GA SPLAY WIRES @

OF EACH RUNNER

3" MAX. TO TOP OF

AREAS SMALLER THAN
144 S.F. & W/ WALLS
ON FOUR SIDES EXIST.

12'-0" O.C. IN PLANE

3RD TURN OF WIRES (TYP.)

NOTE:

MAX.

MAIN RUNNER CROSS RUNNER

45 DEG.

MAX.
45 DEG.

45 DEG.
MAX.

MAX.
45 DEG.

SUSPENDED CEILINGS.
REFER TO ABOVE REFERENCE STANDARDS FOR CEILING
SUPPORT AT LIGHT FIXTURES, AIR TERMINALS AND OTHER

ALL SPLAY WIRES TAUT AND TIED, BOTH ENDS WITH MIN. OF

COMPLY WITH UBC STANDARD 47-18 & ASTM E-5800.
CEILING DETAIL NOTES AND DETAILS SHOWN APPLY TO ALL

THREE TURNS IN 1" OF RUN.

IN AT LEAST TWO LOCATIONS WITHOUT REGARD
SUSPEND LIGHT FIXTURES FROM THE STRUCTURE

TO THE SUSPENDED CEILING GRID.

ALL SPLAY WIRES TO BE IN LINE WITH ATTACHED COMPONENT.

NOTES:

6.

5.

2.

4.
3.

1.

SERVICES.

WALL

MAX

WALL

PROVIDE SPACE AT
OPPOSING WALL ALL
MEMBERS.

1/8" POP RIVET AT ALL
MEMBERS ONE WALL

UNATTACHED WALL

MAIN RUNNER OR
CROSS TEE BAR

4'-0" O.C.

HORIZ. STRUT AT

MAX

WALL ANGLE

ACOUSTIC LAY-IN CEILING 
TILE. SEE REFLECTED CEILING
PLANS

HANGER WIRE - TYPICAL

5/8" GYP. BOARD
SEE PARTITION TYPES

NOTES CONCERNING EQUIPMENT IN CEILING.
2.   REFER TO MECHANICAL AND ELECTRICAL PLANS FOR ADDITIONAL

HEIGHTS.
1.   REFER TO FINISH SCHEDULE FOR ADDITIONAL NOTES AND CEILING

3.   UNLESS NOTED OTHERWISE, SUSPENDED CEILING GRIDS SHALL
BE CENTERED WITHIN SPACE.  LIGHTING FIXTURES SHALL BE

EVAPORATIVE COOLER REGISTER - RE: MECHANICAL.  COORDINATE

EXPOSED, PAINTED DUCTWORK.  LOCATE ABOVE BOTTOM CHORD

RECESSED FLORESCENT

20"x30" PAINTED WOOD ATTIC ACCESS HATCH.

SUSPENDED GYPSUM BOARD CEILING, PAINTED.

SLOPED, PAINTED GYPSUM BOARD CEILING.

SLOPED, PAINTED WOOD CEILING.

EXPOSED, PAINTED WOOD ROOF TRUSSES - SEE SECTIONS,

OVERHEAD DOOR TRACK - SEE SECTIONS.

GENERAL NOTES

PAINTED, MOISTURE-RESISTANT GYPSUM BOARD.

STRUCTURAL.

EXACT LOCATION WITH CEILING STRUCTURE.

OF TRUSS - RE: MECHANICAL.

CENTERED AND EQUALLY SPACED.

PAINTED GYPSUM BOARD CEILING ATTACHED TO 

2'-0"x4'-0" SUSPENDED ACOUSTICAL TILE CEILING.

2'-0"x4'-0" RECESSED FLUORESCENT LIGHTING FIXTURE.

LEGEND

1'-0"x4'-0" SURFACE-MOUNTED FLUORESCENT LIGHTING

UNDERSIDE OF ROOF TRUSS UNLESS NOTED OTHERWISE.

RECESSED LIGHTING FIXTURE.

1'-0"x4'-0" RECESSED FLUORESCENT LIGHTING FIXTURE.

EVAPORATIVE COOLER REGISTER.

FIXTURE.

TYP.

TYP.

TYP.TYP.

TYP.

TYP.

RETURN AIR VENT

ROOFING/SHEATING
RE: WALL SECTIONS

CHANNELS @ 24" O.C.
3" DEEP METAL "Z"

3" RIGID INSULATION

5/8" GYP. BOARD--
TAPED, SANDED, PAINTED

ROOF TRUSS BEYOND

BATT INSULATION

TAPED, SANDED, PAINTED
5/8" GYPSUM BOARD--

3/4" PAINTED 
PLYWOOD HATCH

PAINTED 1x4 WOOD TRIM

2X BLOCKING
ROOF TRUSS MEMBER/

TRACK LIGHTING - LOCATION TO ACCOMMODATE LIGHT POSITION

TRACK LIGHTING

2" MIN. CONT. METAL

NOT USED.

NOT USED.

TYP.TYP.TYP.

AROUND OVERHEAD DOOR

NORTH
BUILDING

TYP.
03

01
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100'-0"

108'-8"

105'-4"
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A-201
MEET ALL LOCAL AND NATIONAL CODES AND REQUIREMENTS
INCLUDING COMPLIANCE WITH THE AMERICAN WITH DISABILITIES ACT.

GENERAL NOTES
1.   BUILDING SHELL BY MANF. SHALL INCLUDE ALL PERIMETER WALL

CONSTRUCTION, ROOF CONSTRUCTION, BUILDING SHEAR PANELS,

DESCRIBED ON WALL AND BUILDING SECTIONS.
METAL ROOF SYSTEM, WATERPROOF BARRIER MEMBRANES AS

CONTRACTOR IS RESPONSIBLE FOR SHOP DRAWING SUBMITTALS TO

24 GA. VERTICALLY-ORIENTED CORRUGATED METAL SIDING SYSTEM

ALUMINUM SECTIONAL DOOR W/ GLAZING - RE: SCHEDULE.

HOLLOW METAL DOOR & FRAME W/ TRANSOM - RE: SCHEDULE.

REFERENCE NOTES

METAL COPING WITH KYNAR FINISH ON WOOD BLOCKING.

TINTED SPLIT-FACE CMU WAINSCOT.  RAKE ALL HORIZONTAL JOINTS.

CONTINUOUS METAL TRIM.

PAINTED WOOD LOUVERED OVERHANG.

CONCRETE FOOTING & FOUNDATION - RE: STRUCTURAL.

ALUMINUM FASCIA & SOFFIT.

METAL PANEL ROOF SYSTEM BY BUILDING SHELL MANUFACTURER.

METAL FLASHING.

100'-0"

105'-4"

108'-8"

TYP.TYP.

WITH KYNAR FINISH.

RECESSED SOUND EQUIPMENT - SEE ELECTRICAL

NOT USED.

NOT USED.

NOT USED.

NOT USED

2.   THE BUILDING ELEVATIONS SHOWN HERE ARE TYPICAL FOR ALL FOUR
RETAIL BUILDINGS (I.E. A, B, C, D).  SEE SITE PLAN FOR PLACEMENT.

115'-0"

110'-0"

TYP.

TYP. TYP.

NOT USED.

WALL-MOUNTED LIGHT FIXTURES - PROVIDE LIGHT SENSORS TO
SWITCH FIXTURES.

FROST-PRO0F HOSE BIBB - RE: PLUMBING.

TYP.

TYP.

BY ARCHITECT FROM MANUFACTURER'S STANDARD COLORS.
3.   UNLESS NOTED OTHERWISE, MATERIAL COLORS SHALL BE SELECTED
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A-202

MEET ALL LOCAL AND NATIONAL CODES AND REQUIREMENTS

REFERENCE NOTES

CONCRETE FOOTING & FOUNDATION - RE: STRUCTURAL.

INCLUDING COMPLIANCE WITH THE AMERICAN WITH DISABILITIES ACT.

ALUMINUM STOREFRONT SYSTEM - RE:  SCHEDULE. 1.   BUILDING SHELL BY MANF. SHALL INCLUDE ALL PERIMETER WALL

GENERAL NOTES
CONSTRUCTION, ROOF CONSTRUCTION, BUILDING SHEAR PANELS,

DESCRIBED ON WALL AND BUILDING SECTIONS.
METAL ROOF SYSTEM, WATERPROOF BARRIER MEMBRANES AS

CONTRACTOR IS RESPONSIBLE FOR SHOP DRAWING SUBMITTALS TO

HOLLOW METAL WINDOW W/ OPERABLE AWNING - RE:

PAINTED WOOD TRUSS BRACING.

TYP.

TYP.

SCHEDULE.

PAINTED BUILT-UP WOOD BEAM - RE: STRUCTURAL.

EXPOSED WOOD TRUSSES BY BUILDING MANUF., PAINTED.

NOT USED

8" SPLIT-FACE CMU WALL CONSTRUCTION.  RAKE ALL
HORIZONTAL JOINTS.  SPLIT FACE TO BE AT EXTERIOR FACE.

TYP.

TYP.

115'-0"

100'-0"

105'-4"

108'-8"

TYP.

TYP.

WALL-MOUNTED LIGHT FIXTURES - PROVIDE LIGHT SENSORS TO

FROST-PRO0F HOSE BIBB - RE: PLUMBING.
SWITCH FIXTURES.

TINTED SPLIT-FACE CMU WAINSCOT.  RAKE ALL HORIZONTAL JOINTS.

24 GA. VERTICALLY-ORIENTED CORRUGATED METAL SIDING SYSTEM

HOLLOW METAL DOOR & FRAME W/ TRANSOM - RE: SCHEDULE.

METAL COPING WITH KYNAR FINISH ON WOOD BLOCKING.

METAL PANEL ROOF SYSTEM BY BUILDING SHELL MANUFACTURER.

PAINTED WOOD LOUVERED OVERHANG.

WITH KYNAR FINISH.

CONTINUOUS METAL TRIM.

ALUMINUM FASCIA & SOFFIT.

METAL FLASHING.

BY ARCHITECT FROM MANUFACTURER'S STANDARD COLORS.
2.   UNLESS NOTED OTHERWISE, MATERIAL COLORS SHALL BE SELECTED

107'-0"

TYP.

TYP.

TYP.

OPEN

OPEN
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REFERENCE NOTES

MEET ALL LOCAL AND NATIONAL CODES AND REQUIREMENTS INCLUDING  
CONTRACTOR IS RESPONSIBLE FOR SHOP DRAWING SUBMITTALS TO

METAL ROOF SYSTEM, WATERPROOF BARRIER MEMBRANES AS
CONSTRUCTION, ROOF CONSTRUCTION, BUILDING SHEAR PANELS,

1.   BUILDING SHELL BY MANF. SHALL INCLUDE ALL PERIMETER WALL

COMPLIANCE WITH THE AMERICAN WITH DISABILITIES ACT.

DESCRIBED ON WALL AND BUILDING SECTIONS.

GENERAL NOTES
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A-203

8" SPLIT-FACE CMU TINTED WALL CONSTRUCTION.  RAKE

NOT USED

NOT USED.

HOLLOW METAL WINDOW W/ OPERABLE AWNING - RE:

ALL HORIZONTAL JOINTS.

NOT USED.

NOT USED.

SCHEDULE.

WALL MOUNTED LIGHT FIXTURE - PROVIDE SENSOR TO 
SWITCH FIXTURE.

CONCRETE FOOTING & FOUNDATION - RE: STRUCTURAL.

TINTED SPLIT-FACE CMU WAINSCOT.  RAKE ALL HORIZONTAL JOINTS.

HOLLOW METAL DOOR & FRAME W/ TRANSOM - RE: SCHEDULE.

CONTINUOUS METAL TRIM.

ALUMINUM FASCIA & SOFFIT.

METAL PANEL ROOF SYSTEM BY BUILDING SHELL MANUFACTURER.

24 GA. VERTICALLY-ORIENTED CORRUGATED METAL SIDING SYSTEM

METAL COPING WITH KYNAR FINISH ON WOOD BLOCKING.

PAINTED WOOD LOUVERED OVERHANG.

METAL FLASHING.

WITH KYNAR FINISH.

FROST-PRO0F HOSE BIBB - RE: PLUMBING.

BY ARCHITECT FROM MANUFACTURER'S STANDARD COLORS.
2.   UNLESS NOTED OTHERWISE, MATERIAL COLORS SHALL BE SELECTED

PAIRED DRINKING FOUNTAINS IN "HIGH-LOW" MOUNTING -

PREFABRICATED TELEPHONE ENCLOSURE WITH PAY-
TELEPHONE (TELEPHONE BY OTHERS).

RE: PLUMBING.

HVAC CONDENSER ON CONCRETE PAD - RE: SITE PLAN,

EXHAUST FAN - RE: MECHANICAL.

MECHANICAL.

RECESSED SOUND EQUIPMENT -  SEE ELECTRICAL

NOTE:  THIS ELEVATION OCCURS ON 
CURVED SURFACE.  SEE PLAN.

CURVED SURFACE.  SEE PLAN.
NOTE:  THIS ELEVATION OCCURS ON 

TYP.

TYP.TYP.

TYP.

TYP.

TYP.

OPEN

113'-4"

110'-0"

105'-4"

100'-0"

100'-0"

105'-4"

110'-0"

TYP. TYP.
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A-204
MEET ALL LOCAL AND NATIONAL CODES AND REQUIREMENTS
INCLUDING COMPLIANCE WITH THE AMERICAN WITH DISABILITIES ACT.

1.   BUILDING SHELL BY MANF. SHALL INCLUDE ALL PERIMETER WALL

GENERAL NOTES
CONSTRUCTION, ROOF CONSTRUCTION, BUILDING SHEAR PANELS,

DESCRIBED ON WALL AND BUILDING SECTIONS.
METAL ROOF SYSTEM, WATERPROOF BARRIER MEMBRANES AS

CONTRACTOR IS RESPONSIBLE FOR SHOP DRAWING SUBMITTALS TO

105'-4"

100'-0"

110'-0"

100'-0"

105'-4"

110'-0"

12
3

110'-0"

105'-4"

100'-0"

12
3

3
12

110'-0"

104'-0"

100'-0"

NOT USED.

NOT USED.

NOT USED.

NOT USED.

REFERENCE NOTES

EAST ELEVATION SIMILAR

TYP.

EAST ELEVATION SIMILAR

TYP.

WEST ELEVATION SIMILAR

EAST ELEVATION SIMILAR

TYP.

TYP.

EXPOSED WOOD TRUSSES BY BUILDING MANUF., PAINTED.

NOT USED

8" SPLIT-FACE CMU WALL CONSTRUCTION.  RAKE ALL

WALL-MOUNTED LIGHT FIXTURE - PROVIDE LIGHT SENSORS TO

CONCRETE FOOTING & FOUNDATION - RE: STRUCTURAL.

TINTED SPLIT-FACE CMU WAINSCOT.  RAKE ALL HORIZONTAL JOINTS.

HOLLOW METAL DOOR & FRAME - RE: SCHEDULE.

ALUMINUM FASCIA & SOFFIT.

METAL PANEL ROOF SYSTEM BY BUILDING SHELL MANUFACTURER.

24 GA. VERTICALLY-ORIENTED CORRUGATED METAL SIDING SYSTEM

METAL COPING WITH KYNAR FINISH ON WOOD BLOCKING.

PAINTED WOOD LOUVERED OVERHANG.

METAL FLASHING.

WITH KYNAR FINISH.

HORIZONTAL JOINTS.

SWITCH FIXTURES.

PAINTED BUILT-UP WOOD BEAM - RE: STRUCTURAL.

BY ARCHITECT FROM MANUFACTURER'S STANDARD COLORS.
2.   UNLESS NOTED OTHERWISE, MATERIAL COLORS SHALL BE SELECTED

108'-8"OPEN
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A-301
MEET ALL LOCAL AND NATIONAL CODES AND REQUIREMENTS
INCLUDING COMPLIANCE WITH THE AMERICAN WITH DISABILITIES ACT.

1.   BUILDING SHELL BY MANF. SHALL INCLUDE ALL PERIMETER WALL

GENERAL NOTES
CONSTRUCTION, ROOF CONSTRUCTION, BUILDING SHEAR PANELS,

DESCRIBED ON WALL AND BUILDING SECTIONS.
METAL ROOF SYSTEM, WATERPROOF BARRIER MEMBRANES AS

CONTRACTOR IS RESPONSIBLE FOR SHOP DRAWING SUBMITTALS TO

105'-4"

100'-0"

110'-0"

REFERENCE NOTES

LINE OF BUILDING BEYOND.

WOOD ROOF TRUSS WITH FINISHED CEILING AT UNDERSIDE.

WINDOW - RE: SCHEDULE.

2X BLOCKING AS REQUIRED FOR SUPPORT OF SECTIONAL

STOREFRONT SYSTEM.

EXPOSED PAINTED WOOD ROOF TRUSS.

DOOR AND TRANSOM - RE: SCHEDULE.

INTERIOR PARTITION CONSTRUCTION - RE: FLOOR PLANS.

NOT USED

EXTERIOR WALL CONSTRUCTION - RE: WALL SECTIONS.

3
12

12
3

3
12

108'-11 1/4"

2.   REFER TO WALL SECTIONS FOR ADDITIONAL NOTES.  SEE FLOOR
PLANS FOR ADDITIONAL DETAIL REFERENCES.

DOOR TRACK.

100'-0"

110'-0"

105'-4"105'-4"

100'-0"

110'-0"

100'-0"

110'-0"

105'-4"

SIM.SIM.

PAINT UNDERSIDE
OF ROOF DECK.

2% SLOPE

BEYOND

R-30 BLDG. INSULATION (FIBERGLASS BATTS)

5/8" TYPE 'X' GYPSUM BOARD - FINISH WITH "KNOCK DOWN"

R-19 BATT INSULATION 

PAINTED WALL SURFACE - BEYOND

METAL PANEL ROOF SYSTEM OVER WOOD SUBSTRATE.

STIPPLED FINISH

BASE AS SCHEDULED

DUCTWORK IN CEILING PLENUM - RE: MECHANICAL.

EXPOSED PAINTED DUCTWORK - RE: MECHANICAL.

07-29-05 REQUEST FOR CODE 
APPROVAL



PAINTED WOOD 2X12 FASCIA WITH PAINTED BREAK METAL CAP.

MANUFACTURED WOOD TRUSS.  RE: STRUCTURAL

DBL. WOOD TOP PLATE.  RE:STRUCTURAL

FINISH.  COLOR BY ARCH.

R-30 BATT INSULATION.

PLYWOOD SHEATHING.  RE: STRUCTURAL

KYNAR PAINTED METAL COPING ON WOOD BLOCKING TO
MATCH METAL SIDING.

R-19 BATT INSULATION.

5/8" GYPSUM BD. - TAPED/SANDED & PAINTED.

4" CONCRETE SLAB-ON-GRADE.

4" DRAINAGE FILL OVER COMPACTED EARTH.

BASE AS SCHEDULED.

REINFORCED CONCRETE FOUNDATION TO FROST DEPTH OVER
UNDISTURBED NATURAL EARTH. REINFORCING SCHEDULE 

METAL PANEL ROOF SYSTEM 
COLOR BY ARCHITECT FROM MANUF. STANDARD RANGE.

DEPTH RE: STRUCTURAL.

+100'-0"

+110'-0"

GRID

GRID

+100'-0"

+110'-0"

REFERENCE NOTES

4" TINTED SPLIT FACE CMU - COLOR BY ARCHITECT.  RAKE ALL
HORIZONTAL JOINTS.  MASONRY WALL TIES TO MEET ALL CODE

2X6 WOOD FRAMING.  RE: STRUCTURAL

24 GA. CORRUGATED METAL PANEL WALL SYSTEM WITH KYNAR

30# BUILDING PAPER.

ALUMINUM RAKE OVER 2X WOOD TRIM - COLOR BY ARCHITECT.
PROVIDE 1/4" MIN. DRIP.
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A-311

GRID

+100'-0"

+110'-0"

COLOR TO MATCH CORR. 

RADIANT FLOOR HEATING SYSTEM - RE: MECHANICAL.

3/4" AIR SPACE.

MASONRY WEEP HOLES @ 24" O.C. WITH CONT. FLASHING.

CONT. 2X BLOCKING RE: STRUCTURAL

CONCRETE TOPPING SLAB WITH INTEGRAL COLOR.  FINISHED

NOT USED.

TREATMENT TO BE STAINED TO MATCH ARCHITECT'S SAMPLE.

2X4 CEILING JOISTS @ 16" O.C.

NOT USED.
NOT USED.

NOT USED.

NOT USED.

NOT USED.

+105'-4"

GRID

PAINTED BREAK
METAL CAP

PAINTED BREAK
METAL CAP

METAL SIDING.

NOT USED.

"SIMPSON TIES" - RE:  STRUCTURAL.

BLOCKING - RE: STRUCTURAL.

GENERAL NOTES

+105'-4"+105'-4"

CAP.  MOUNT @ 61 DEGREE ANGLE.
PAINTED WOOD 2X8'S @ 5 1/2" O.C. W/ PAINTED BREAK METAL

PAINTED WOOD 2X10 TRUSS EXTENSION W/ PAINTED BREAK
METAL CAP @ EACH SIDE OF SHADING DEVICE.  RE: EXTERIOR
ELEVATIONS, ROOF PLANS.

ALUMINUM SOFFIT - COLOR BY ARCHITECT.

04040404

TRANSMISSION RATE.

CONT. 1 1/4" SOFFIT VENT WITH INSECT SCREEN.

3" VENTILATION HOLES AT 11" O.C.

VAPOR RETARDER PER ASTM E96 WITH 1 PERM MAX.

1" AIR GAP.

EXTEND FLASHING 1/2" MIN. BEYOND FACE OF MASONRY WALL.

EACH WAY MINIMUM USING GALVANIZED TIE MATERIAL.
REQUIREMENTS FOR SEISMIC DESIGN.  INSTALL AT 16" O.C.
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GRID

REFERENCE NOTES

+110'-0"

+100'-0"

+110'-0"

+100'-0"

+110'-8"
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A-312

GRID

+100'-0"

+110'-0"

GRID

HORIZONTAL JOINTS.  MASONRY WALL TIES RE: STRUCTURAL

2X4 CEILING JOISTS @ 16" O.C.

MASONRY WEEP HOLES @ 24" O.C. WITH CONT. FLASHING.

RADIANT FLOOR HEATING SYSTEM - RE: MECHANICAL.

TREATMENT TO BE STAINED TO MATCH ARCHITECT'S SAMPLE.
CONCRETE TOPPING SLAB WITH INTEGRAL COLOR.  FINISHED

ALUMINUM RAKE OVER 2X WOOD TRIM - COLOR BY ARCHITECT.

NOT USED.

NOT USED.

COLOR BY ARCHITECT FROM MANUF. STANDARD RANGE.
METAL PANEL ROOF SYSTEM.

5/8" GYPSUM BD. - TAPED/SANDED & PAINTED.

PLYWOOD SHEATHING.  RE: STRUCTURAL

NOT USED.

MANUFACTURED WOOD TRUSS.  RE: STRUCTURAL

4" DRAINAGE FILL OVER COMPACTED EARTH.

4" TINTED SPLIT FACE CMU - COLOR BY ARCHITECT.  RAKE ALL

4" CONCRETE SLAB-ON-GRADE.

RE:  STRUCTURAL.
UNDISTURBED NATURAL EARTH.  REINFORCING SCHEDULE -
REINFORCED CONCRETE FOUNDATION TO FROST DEPTH OVER

CONT. 2X BLOCKING.

PAINTED 1X6 WOOD TRIM.

PERLITE INSULATION.

DIAGONAL WOOD BRACING.

BUILT-UP WOOD BEAM - RE: STRUCTURAL.

PAINTED 1X12 WOOD TRIM.

2"+/- AIR SPACE.

BASE AS SCHEDULED

R-30 BATT INSULATION

30# BUILDING PAPER.

NOT USED.

HORIZONTAL JOINTS.  STRUCT.  REINF. AS PER STRUCT. 
8" SPLIT FACE CMU - COLOR BY ARCHITECT.  RAKE ALL

THIN-SET CERAMIC FLOOR TILE - RE: FINISH SCHEDULE.

DRAWINGS.

BLOCKING RE:  STRUCTURAL

"SIMPSON" TIES RE:  STRUCTURAL

GENERAL NOTES

05

MATCH METAL SIDING.
KYNAR PAINTED METAL COPING ON WOOD BLOCKING TO

ALUMINUM SOFFIT - COLOR BY ARCHITECT.

NOT USED.

NOT USED.

PROVIDE 1/4" MIN. DRIP.

NOT USED.

1" AIR GAP.

VAPOR RETARDER PER ASTM E96 WITH 1 PERM MAX.

3" VENTILATION HOLES AT 11" O.C.

CONT. 1 1/4" SOFFIT VENT WITH INSECT SCREEN.

TRANSMISSION RATE.
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A-402

PAINTED HOLLOW METAL DOOR

D.F.  2x4 STUD FRAMING

5/8" GYPSUM BOARD -
FINISH AS SCHEDULED

FRAME (SOLID GROUTED)

DOOR AS SCHEDULED

CMU, SEE
STRUCTURAL.,

PAINTED HOLLOW

(SOLID GROUTED).
METAL FRAME

ANCHORS(3)
MASONRY

PER SIDE

BACKER ROD
(BOTH SIDES).

DOOR AS SCHEDULED

SEALANT AND

CONT. SEALANT BOTH SIDES

TRANSOM WINDOW

ALUMINUM STOREFRONT

ALUMINUM STOREFRONT
DOOR AS SCHEDULED
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A-501

2'
-0

"

2'
-1

0"

2'
-3

"

2'
-6

"4'
-0

"

2'
-0

"3'
-6

"

3'
-2

"

6'
-1

0"

Z

3'
-8

"

3'-0"

FIXTURE MOUNTING DATA

4'
-0

"

1'-0"6"3'-0" 3'-6"

18"

2'
-1

0"

17"-19"

GENERAL NOTES

4'
-0

"

REFERENCE NOTES

2'
-1

0"
4'

-0
"

6'
-1

0"

2'-0"

03

03

BOLTS
SLIDE

SUPPORT HOOD
WHEN REQUIRED

04

04

6'
-8

"

5'
-4

"

2'
-1

0"
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